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Jaw opening

Display count

True RMS

Diode/con�nuity

Low ba�ery indica�on

Data hold

Auto power off

LCD backlight

AC current (A)

AC voltage (V)

DC voltage (V)

Resistance (Ω)

Capacitance (F)

Frequency (Hz)

Temperature (°C)

Duty cycle

NCV

Auto range

Max/min

Rela�ve mode

Flashlight

VFC

Features

Safety Features

CE/UKCA/cETLus CE/UKCA/cETLus
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Digital AC Clamp Meters
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Cer�ficates
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UT200+/UT200R SERIES
400A/600A Digital Clamp Meters
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Features
Auto range Data hold
True RMS/NCV MAX/MIN
Con�nuity test Low ba�ery indica�on
Diode Auto power off

AC current (A)

Cer�ficates (UT200R/F series only)

DC current (A)

AC voltage (V)
AC voltage frequency response
High voltage frequency
DC voltage (V)

Resistance (Ω)

Capacitance (F)

Temperature (°C)
Frequency (Hz)
Display count
Jaw opening

400A
CE, UKCA, cETLus

±(2%+10) ±(2%+10) ±(2%+5)
±(2%+10)

±(0.8%+5) ±(0.8%+5) ±(0.8%+5)

±(0.5%+2) ±(0.5%+2)
±(0.8%+2)

±(4%+5)

±(0.8%+2)
±(0.5%+2)

±(0.8%+2)

±(0.5%+2) ±(0.5%+2)

4000 4000 6000 4000 6000
28mm 28mm 28mm 28mm 28mm

10Hz~10MHz 10Hz~10MHz 10Hz~10MHz
±(1.5%+5) ±(1.5%+5)

±(4%+5) ±(4%+5)

±(0.8%+5) ±(0.8%+5)

±(2%+5)

±(2%+5)
±(2%+5)

±(0.8%+2)

±(4%+5)

±(0.8%+2)

600A
50Hz~100Hz 50Hz~100Hz 50Hz~100Hz 45Hz~400Hz 45Hz~400Hz

400A
600A

45Hz~400Hz
10Hz~10kHz 10Hz~10kHz 10Hz~10kHz 10Hz~60kHz 10Hz~60kHz

45Hz~400Hz 45Hz~400Hz 45Hz~400Hz 45Hz~400Hz

600V
40MΩ
60MΩ
4mF
40mF
60mF
-40°C~1000°C
<30V (on Hz posi�on)

600V

5~600V (on voltage posi�on)

Range UT204+/204RUT203+/203RUT202A+/202FUT202+/202RUT201+/201R

Category ra�ngs CAT II 600V, CAT III 300V

Air condi�oning AutomobileResiden�al electricityIndustrial electricity

AC current frequency response

Rela�ve mode
Zero mode

√ √√ √
√√

Specifica�ons

Product size
Product net weight

Power
Standard accessories Ba�eries, test leads, Themocouple (UT202+/204+/202R/204R), English manual

1.5V ba�ery (R03) x 2
37 x 25mm
215 x 63 x 36mm
Around 240g
Gi� box, carrying bag
40pcs
485 x 295 x 385mm
UT201+/201R: 16.6kg; UT202+/202R: 17.1kg; UT203+/203R: 16.1kg; UT202A+/UT204+/202F/204R: 16.7kg

Display

Standard individual packing
Standard quan�ty per carton
Standard carton measurement
Standard carton gross weight

Characteris�cs


